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new collection of products
for water treatment in spas



The organic chlorine granular is used 
for rapid water disinfection in Jacuzzi 

tubs. With 
its use, the 
r e q u i r e d 
concentration 
of active 

chlorine of 3 to 5 mg/l is reached more rapidly. Besides 
this, this value can be maintained by means of CHLORINE 
GRANULAR PROSPA during continuous water disinfection 
in the spa. The chlorine drop is slower due to the gradual 
formation of stabilizing substances.
During running filtration, add CHLORINE 
GRANULAR PROSPA in the amount of 20 g per 
1,000 litres water directly into the tub. It is 
also possible to dissolve the measured 

value of the preparation in a plastic vessel and pour the 
prepared solution slowly into the tub. The content of 

the spa must be allowed to mix perfectly and if 
the concentration of active chlorine detected by 

the tester is lower than 3 mg/l, it is necessary 
to add a further amount of this preparation. 
Any people using the bath must leave it 
before the application of the preparation. 
Cloudy water in the Jacuzzi tub indicates the 

presence of algae or irritates the eyes; it is then 
necessary to treat the water regularly with OXY 

GRANULAR PROSPA preparation according to the 
instructions on the preparation.

CHLORINE

Contrary to the 
use of chlorine 

preparations, no 
unpleasant odour 

arises during the use of 
OXY GRANULAR PROSPA and 

because it is a preparation based 
on active oxygen, no irritation of 

eyes, mucous membranes and skin 
occurs. This preparation is always used if 

the water in the spa is cloudy or shows signs of the 
presence of algae. In this case, add 20 g preparation to 
1,000 l water directly in the spa during running filtration. 
Any people using the bath must leave it before the 
application of the preparation.
During reactivation of the bromine water treatment, add 
15 g of the preparation to 1,000 l water during running 
filtration once every 14 days.

OXY

pH

True relaxation requires having clean water in your 
spa, harmless from the hygienic point of view and 
without undesirable microorganisms and algae. 
By regularly using preparations from the PROSPA® 

series, you will take full care of the water in your spa 
throughout the entire year.

Correct adjustment of the 
water pH is the necessary 
requirement for the perfect 
function of all preparations for 
the water treatment and for the 
creation of pleasant conditions 
for relaxation in spas.
The water in a spa should 
have the pH value between 

7.2 – 7.8. This value can be measured with a suitable 
tester. 
For lowering the pH value of the water (at pH higher 
than 7.8) by approximately 0.1 unit, 8 g of the pH 
MINUS PROSPA preparation is added to each 1,000 
l water, which means that approximately 40 g of 
preparation is added to 1,000 l of water for lowering pH 
by approximately 0.5 unit. 
For increasing the pH value of the water (at pH 
lower than 7.2) by approximately 0.1 unit, 10 g of the 
pH PLUS PROSPA preparation is added to each 1,000 

l of water, which means that approximately 50 g 
of the preparation is added to 1,000 l water for 

increasing pH by approximately 0.5 unit.  
Fill the measured amount of the 

preparation directly into the water during 
running filtration. The preparation can 
also be dissolved in advance in the water 
in a plastic vessel and poured gradually into 
the Jacuzzi tub during running filtration. After 
perfectly mixing the entire water volume, check 
the pH value by means of a tester and, if necessary, 
repeat the entire procedure depending on the result. 
The pH value of the water should be checked regularly at 
least three times a week. 

As prevention against 
the occurrence of 
algae in the spa, use 
the concentrated non-foaming preparation ALGAECIDE 
PROSPA. Dose the preparation into the Jacuzzi tub always 
during running filtration. Add 10-15 ml of the preparation to 
each 1,000 litres of water directly into the tub once every two weeks. 
Should the water become cloudy due to the growth of algae, double the 
dose. Depending on the frequency of using the spa, it is suitable to replace 
approximately 1/3 of the water in the spa with new water every 10 to 15 days.

ALGAECIDE

Use biocides safely. Always read the label
and product information before use.


